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| Smart Al Camera i
Traditionally security cameras have been used to analyze events
after they occur - limiting their impact on a threat or untoward
event. The IMPACT by Honeywell TEV 2 camera overcomes this
limitation by enabling proactive, real-time response. Some of
the features that make this possible include Al analytics, live _
streaming, night vision up to 30 feet, wifi capabilities, and built- E
in mic & speaker. In addition, the Al-based detection capabilities ' Tea

of the TEV 2 ensure more than 95% accuracy - reducing false
alarms - and its IP66 rated casing makes the device ideal for
outdoor use.
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Trespassing Loitering Crowd Al-based App-enabled 1080P
Detection Detection Detection Detection Live Streaming
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Zone Inbuilt Speaker Wi-Fi Night Vision IP66
Fencing & Mic Enabled up to 30ft Rating

SPECIFICATIONS

Processor Dual ARM © Cortex ™ A35, 1 TOPS NN - 1 GB RAM
Camera Lens 1/2.8"

Power 12V-1A

Connectivity Wi-Fi 2.4GHz, WPA, WPA1-PSK

Security 128-bit AES Encryption with SSL/TLS

Video Compression H265

Night Vision Up to 30 feet

* Listed resolutions are only selectable options. It does not mean that all streams can work at their maximum resolution at the same time.

For more information,
www.honeywellbuildings.in

Call: 000-8000-502167

Email: enquirymms@honeywell.com
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