BUTTERFLY VALVE

AFERTYPE MANUAL

BUTTERFLY VALVES

e Wide Size range (DN50-DN900)
e Operated by Lever/Gear Box

e 90 deg opening/closing operation

 Ductile Iron Body with powder
coating.

e Stainless Steel Disc.

e Wafer type Connection

GENERAL

The BS-HWC4 Manual Butterfly Valves
is designed for Chilled & Hot Water to
be operated by Hand lever or Gear Box

Technical Specification

Sizes

Nominal pressure

Viedium
[emperature

3ody Material

Stem Material

Jisc Material

_ever
_eakage Rate
Medium Type

-lange standard

Shell Test
Jressure

Seal Test
Jressure

DN50-DN900O

Nominal pressure PN25

10°C ~ +110°C Maximum

DAR

ASTM A276,GRSS 410

>5S.
CRCASHEET

\o visible leakage
[ater

51538

37.5bar

27 .5bar

Honeywell



DIMENSIONS (mm)

Size Model Number Max. Kvs Manual Operator Total Weight

*More Models please refers to the labeling method in figure.

The labeling system for manual butterfly valves is as follows:

BS — HWC4 — PN16 — 0050 — X |

BS- Butterfly Valve Series )@I | Disc Material

¥ BLANK—Epoxy Coated

Manual Operator 7Sizes: —] 3;“'[9 Iron
H-Hand Lever (up to DN300} < BNS0 — 2 Inch —55304
M-Gear Box DNES- 2 *zinch

DN80— 3 inch

End Connection DNL100 — 4 inch
W — Wafer Type — DN125 - Sinch

DN150 — 6 inch
L— Lug Type

DN200 — 8 inch
DN250— 10 inch
DN300— 12 inch

Body Material

C4-Cast Iron Body - DN350 — 14 inch
C5-Ductile Iron Body DN400 — 16 inch
DNAS0e — 18 inch
Pressure Rating E’:;gg— j: f“‘:'
> - inch
PN10—10bar < DN700 — 28 inch

PN16—16 bar

DNB00 — 32 inch
PN25—25Bar

DN200 — 36 inch

Logical product naming —= Easy Product Selection

e.g. BS-HWC4-PN16-0050: Butterfly Valve Series, Hand lever Operator, End connection Wafer Type, Cast
Iron Body, Nominal Pressure 16 bar, Size DN50-2 inch., Epoxy Coated Ductile Iron Disc.

e.g. BS-MWC5-PN25-0100-02: Butterfly Valve Series, Gear Box Operator, End connection Wafer Type,
Cast Iron Body, Nominal Pressure 25 bar, Size DN80-4 inch., SS304 Disc.



Part Description & Outside Dimension (mm)

a. Valve Size DN50...200 with Gear Box Operator

(PN16)

Part Descriptions

PT No. 01
Parts Body
Material Dl

SIZE
DN50

DN65
DN80
DN100
DN125

DN150
DN200

A

02
Disc

SIS

H1
67

03

Liner

H2

110

118
130
145
156
176
220

o4

Stem

H3
28

34

L

175
216
216

267
267
267

350

05

O-Ring

L1

115
115
115

115
115
115

115

EPDM ASTMA276, EPDM
GrSS410

D

50.5

1485

197

06
Plug

M. S
(Chrome
Plated)

Outside Dimension (mm)

@d
94
110
127

150

175
205

265

10

Hand Lever

M.S.
(Powder
Coating)



e Piping Connection Flange meets 1S:1538

e |t can be operated by lever or Gear Box.

Table (2) Hydraulic Characteristics

The below table shows the Kvs at different opening angles:

Size

e

Table (3) Flange Dimensions (As per IS: 1538)

SIZE Flange PCD Hole Dia No. Of
@D (d) Holes
50 165 125 19 4
65 185 145 19 4
80 200 160 19 4
100 220 180 19 8
125 250 210 19 8
150 285 240 23 8
200 395 295 23 8
I PCD -
250 395 350 23 12
300 445 400 23 12
350 35 450 23 16
400 565 515 28 16
450 615 565 28 20
500 670 620 28 20
600 780 725 31 20
700 895 840 31 24
800 1015 950 34 24

For more information,

https://honeywellbuildings.in
Call: 1-800-103-0339 900 LIS oY 34 28

Email: HBT-Indiabuildings@honeywell.com
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