MOTORIZED BUTTERFLY

VALVE

ACTAUTED BUTTERFLY

VALVES

» Wide size range (DN 50..DN500) for PN16 type
e For On-Off Control

e Manual override non-clutch design. Manual operation can
be operated without any lever, clutch or brake upon power
voltage.

e Irreversible worm gear.

 Visual mechanical position indicator for accurate visual
reference of valve position..

¢ Anti-condensation heater and 2 aux. limit switches on
standard model

e Enclosure IP67

General

The BSBFW Actuated Wafer Type Butterfly Valves are suitable
for heating and cooling applications.

The BSBFW series is equipped with standard On-Off control
quarter-turn electric actuator.

The BSBFW series can also provide feedback output
signal:Dry contact for On-Off version;
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Technical Specification

Valve
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Table (1) Control Type and Valve Size Data

Valve Actuator Valve Max Run Time Kvs
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Note: More OS# Please refer to Figure (1) or contact Honeywell.

Figure (1) Product Identification System

Ordering Data — the numbering system for Honeywell motorized butterfly valves:

‘ BS | Valve body, Cast Iron

BF Butterfly Valve

W | End Connection, W: Wafer Type; L: Lug Type

16 Nominal Pressure Rating, 16: PN16; 25: PN25

-050- | Valve Size, DN50

|Bs\ |BF|W|16 -050-




Table (2) Valve Dimensions (mm) and Weight

Weight (Kg)
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The below table shows the Kvs at different opening angles:

Table (3) Hydraulic Characteristics

Size
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Table (4) Actuator Data
OS# Max Speed Run Time Power Manual Weight
On-Off Torque (r/min) at 60Hz Consumption Override Kg)
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Table (5) Actuator Dimensions (mm)
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EM-0090 44 17 36 75 68 200 170 62 257 181 62 50
EM-0150 495 [ 225 30 85 77.5 200 200 64 263 190 85 76
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INSTALLATION

WARNING!

Remove power before the cover is
dismantled!

The actuator must be handled with the
utmost care when the cover is removed
and the power connected!

MOUNTING ON VALVE

Operate the valve manually to fully open or fully
closed position before the actuator is mounted.

Operate the actuator and valve stem to fully
opened or fully closed position.

Check that the actuator and valve stem are in
correct position. Please note, valve and actuator
must be in the same mode (fully opened/fully
closed) prior to the assembly.

Mount the actuator on the valve and check that
the actuator and valve stem are centered and
aligned.

Operate the valve manually with the aid of the
actuator hand-wheel and check that the valve
moves with normal resistance.

Check that all screws are correctly tightened.

ELECTRIC WIRING

Note:

Electric wiring must be carried out by
qualified personnel only!

Wiring diagram is also shown on the label of
top cover.

For more information,
https://honeywellbuildings.in

Call: 1-800-103-0339

Email: HBT-Indiabuildings@honeywell.com

Honeywell HBT India Buildings

Loosen the screws on the cover and lift it off.
Check the voltage marked on the actuator label.

Connect according to the enclosed wiring
diagram. The wiring diagram is drawn in
unaffected position (inside of the actuator coverin
the intermediate position).

Test run the actuator from intermediate position
checking that the actuator turns in the correct
direction.

Test run the actuator and check that the limit
switches work correctly.

Check that the cable entries and possible blind
plug are sealed.

Mount the cover.

Bolting
Number of bolts and nuts depends on nominal
pressure PN. Please refer to Table (2) for more

Unitech Trade Center, 5th Floor, Sector-43,
Block C, Sushant Lok Phase - |,
Gurgaon - 122 002
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