MOTORIZED BUTTERFLY
VALVE ACTUATOR
ON/OFF CONTROL &
MODULATING CONTROL

e Wide size range (50-3500Nm)

For On-Off or Modulating Control

* Manual override non-clutch design. Manual operation can
be operated without any lever, clutch or brake.

e Mechanical position indicator for accurate visual reference
of valve position.

Anti-condensation heater and 2 aux. limit switches on
standard model

Enclosure IP67

General

OM-E series motorized actuators are developed for
heating or cooling application in building water
system, or other systems with similar
requirements.

The OM-E modulating models can accept
4-20mA/1-5V/2-10V input signals (by setting
jumper in field).

The OM-E series can also provide feedback
signals: 2 dry-contacts outputs for On/Off version;
and 4-20mA/2-10V for modulating version.
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Table (1) Actuator Data

OS#

OSs#

On-Off

Modulating

OM-P1-E

Max

Torque

Nm)

Run Time

at 50Hz

sec)

25

Power
Watts)

Manual
Override

Note:

1.
2.

Weight

Kg)

The manual operation by handlever for OM-1-E and OM-P1-E is located at the bottom of actuator.

The default input/output signals for modulating control models are set to 4-20mA.

Table (2a) Actuator Dimension (mm)

OM-2...6/0M-P2...P6

Table (2b) Actuator Dimensions (mm)

OM1l/0M-P1

Flange
oSs#| A B C D E G H M S Type
(F?)';A 140 | 128 | 130 | 176 8 11 50 mé wg F05

G Flange

OsS# A|B|C|DJ|E|F Max H|l M S Type
(P)C2>e'\§/|:_3-E 220|325|185(230|30|160| 22 {70 | m8 | M20*1.5 | FO7
(P)4o'gl-6-E 270|350 | 205 | 300 | 42| 200 | 27 {102/m10| M20*1.5 | F10




Ta ble (2c) Actuator Dimension (mm)

Table (2d) Actuator Dimension (mm)

OM-7...8/0M-P7...P8 OM-9...12/0M-P9...P12
os#| Al B|lc|D|E|F|lG|H]|M ange os# |AlB|c|D|E|F |G| H]|Mm]| s |Hange
ype Type
OM- M20 OM- M20
(P)78| 345 | 360 | 245 | 365 | 42 | 250 | 27 | 140 | mi6| V2D | F10 (P)9to|460| 360 | 240 | 575 | 50 | 250 | 36 | 165 | m20 | Vo0 | Fi6
8E : 12-E :
A

WIRING DIAGRAM FOR ON/OFF

[ OM-1 & OM-A 110V / 220V AC 1-PH |
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Note:
(1). O.L. -- Overload protector.

(2). CS -- Selector switch or Relay.

(3). LS -- Limit switch.
(4). "L" must connect to 7.

switches "A,B,C.E.F".
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Note:

(1. O.L. - Overload protector.
(2). CS -- Selector switch or Relay.
(3). LS -- Limit switch.

(4). T8 - Torque switch (option).

(5). Torque switches cannot apply on BM-2
(6). Using less than SA current for switches
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Table (3a) Wiring - On/Off Control

Terminal Actuator
220V a.c. 30% duty cycle #
7 Full Close
; qu' B | A Full Close
_5 5 Full Onen
4 4538—‘ 4 Full Ooen
3 .00 S} Heater
HEATER
] 2 1 2 Lamp (Closed)
] 1 | 1 Lamp (Upened)
Ll et =+
§ P 40 . w o0 Llose
g N Ela 0 to Upen
H N Neutral
Table (3a) Wiring - Modulating Control
220V AC, 30% duty cycle
r ]
220V AC  Signal Input
HEATER T Psignal output
&

Potentionmeter

&[] [a5]as B

7|

LIN IN OUT

Modulating Controller

(Electronic Board)

Note:

Note: (1) nput Signal  (2) Output Signal

4-20mA 4-20mA
1-5v 2-10V
2-10V

The signal cables shall be of shield type, and the length less than 30m.

For more information,
https://honeywellbuildings.in

Call: 1-800-103-0339

Email: HBT-Indiabuildings@honeywell.com

Honeywell HBT India Buildings

Unitech Trade Center, 5th Floor, Sector-43,
Block C, Sushant Lok Phase - |,

Gurgaon - 122 002
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