ROTARY

ACTUATOR

For On-Off or Modulating Control

* Manual override non-clutch design. Manual operation can
be operated without any lever, clutch or brake upon power

voltage.

e |rreversible worm gear.

¢ Visual mechanical position indicator for accurate visual

reference of valve position.

¢ Anti-condensation heater and 2 aux. limit switches on

standard model

e Enclosure IPG67

General

The OM series is equipped with standard On-Off or
modu-lating (4~20mA, 1~5V, or 0(2) ~10V select by
DIP-switch) control quarter-turn electric actuator.

The OM series can also provide feedback output
signal: Dry contact for On-Off version;

0~5V, 0~10V, 4~20mA (selected by DIP- switch) for
modu-lating version, Auxiliary Switch is optional.

Technical Specification

Power Supply

Running time
Travel Angle

Input
(Modulating)

Feedback
(Modulating)

Electrical Ratinc
Enclosure
Ambient
Temperature

Indicator

Manual Overric

Worm Gear
Space Heater
Material
External Coatir

Stall Protectior

20Vac, 50/60 Hz
e table (1)

0°+ 50

~20mA, 1~5V, or 0(2)~10V select by DIP-switch

~20mA or O(2)~10V select by DIP-switch

7 Waterproof

° nominal stroke, 85° nominal stroke. Ratings
naximum load):

30°Cto+65° C

ontinuous Position Indicator

lon-clutch design

‘ermanently lubricated and self locking
B5W 220V Anti-condensation
luminum Alloy

Jry powder coating

Juilt-in thermal protection

utoffat125+5
lesetat95+5
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Table (1) Actuator Data

OS# OS# Max Run Time Power Manual Weight
On-Off Modulating  Torque at 60Hz Consumption  Override Kg)
Nm) sec) Watts)
OM-P1 12
Table (1a) Actuator Dimensions (mm) Table (1b) Actuator Dimensions (mm)
L Flange ost |AalBlc|D|E|F|[C|H| I [M|N Flange
OS#|A|B| CIDIE|F|GH|TJIK| ZAMINIS |Tp Max S | Type
-
% | FO3/ OM-283 | 203 | 326 |180| 255 |30 [123] 22 [ 70 [ m& [4 | 2| 72 | Fo7
OM-1[114| 8 | 45° |155(15|36 |m5| 4 [m6|6 |50 | 14 |19] 2 PS
PS| FO5 7
OM-4,5,6| 290 | 304 |217| 317 | 40194 35 |102|m104 | 2| | F10




Table (1c) Actuator Dimensions (mm)

Table (1d) Actuator Dimensions (mm)

OM-7 to OM-8 OM-9 to OM-12
ost|a|B|c|plE|Fla|H| 1 [Jk|r2|M|IN|s ||l osy [a|lB|c|D|E|F|c|H| 1 [J|k|L|M]|P|N|s |FaN%
max Type Type
OM-7 N Ya OM-9 to o Ya
OoM-8 385)|340(217(420|60|295(140|45° [m16]|4|180{ 10 | 35 | 2 PS F14 OM-12 470|350(260|590|100(395 [45°|12|m20|4 [75]|165(221|360 PS F16
B
| BM-2,0M-2 ~ OM-12 110V / 220V AC 1-PH |
[ OM-1 & OM-A 110V / 220V AC 1-PH | Poied Nots:
110/220V )
Power 1-phase o Ca Stimr Ptk e
110/220 Note: IN| m (3). LS -- Limit switch. 4
1-phase (1). O.L. - Overload protector, 'T (t_i ). TS - Tm'q!m switch (option).
(2). CS -- Selector switch or Relay. O G {2y Lorquemwtihes cgmnotapply.on BM.2
P a Jj— — — Disconnect (6). Using less than SA current for switches
(3). LS -- Limit switch. 7 "AB.C.D.EF"
(4). "L" must connect to 7. — '
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TROUBLE SHOOTING

Conditions

IVIOLOr goes notLoperdie

Motor stops running

Abnormal control for operating two
or more actuators simultaneously.

Motor overheats

INSTALLATION

Remove power before the cover is

dismantled!

The actuator must be handled with the
utmost care when the cover is removed

and the power connected!

For more information,
https://honeywellbuildings.in

Call: 1-800-103-0339

Email: HBT-Indiabuildings@honeywell.com

Honeywell HBT India Buildings

Unitech Trade Center, 5th Floor, Sector-43,
Block C, Sushant Lok Phase - |,

Gurgaon - 122 002

www.honeywell.com

Possibilities

LIS e Suppueu puwel and voltage
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.oNntrouling CIrcuIt ConNNects In tandem
r parallel.

le thavnltana ~rAarracrt?

solution

. Check by meter.

L MEHTIUVE THULWUL aliu CHICUA.
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ELECTRIC WIRING

Note:

personnel only!

Electric wiring must be carried out by qualified

Wiring diagram is also shown on the label of top

cover.
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